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•	Quick and easy to 	
	 assemble – 1hour 	
	 approximate build time
•	No concreting or 	
	 rendering required
•	No specialist 
	 tools needed
•	 Includes the required 	
	 contact adhesive and 	
	 liner protection tape

•	 Lightweight and 
	 easy to handle
•	 Suitable for factory 	
	 made and site applied 	
	 vinyl linings
•	 4 different size 
	 options available
•	 All sizes of step are 	
	 suitable for 90° and 6” 	
	 radius corner pools
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Made from a 25kg/m3 density EPS block which is 
covered in shaped non-corrosive Magnelis steel 
sheeting, the units are lightweight and  easy to 
handle. No concreting or rendering is needed, and 
with  adhesives included and no specialist tools 
required the build time is approximately one hour.

•	 Quick and easy to assemble – 
	 1hour approximate build time
•	 No concreting or rendering required
•	 No specialist tools needed
•	 Includes the required contact adhesive  
	 and liner protection tape
•	 Lightweight and easy to handle
•	 Delivered on a single pallet
•	 Suitable for factory made and site  
	 applied vinyl linings
•	 4 different size options available
•	 All sizes of step are suitable for 90°  
	 and 6” radius corner pools

Specifications
25kg/m³ EPS step body with 2mm cut and shaped, 
non-corrosive, Magnelis steel covering.

Note: Please do not order a liner to suit these 
steps until you have fitted the unit securely in place 
and have checked the overall dimensions, this will 
ensure the best fit of the liner.

90° angle corner step

6” radius corner step
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